
SCN-RS2308-PTS1 Plaka Tanıma Kayıt Sunucusu

OS 
CPU

HDD Slots

RAM

Windows Server 2012 R2 Standard English
Dual Intel® Xeon® Processor E5-2620 v3 
(6 Cores, 12 Threads, 15MB SmartCache, 8GT/s, 2.4GHz, Turbo 3.2GHz)
16 GB DDR4 2133 Mhz ECC RDIMM (Max. 1.54TB, 24 Slot)

Watch Dog Hardware
System Restart Automatically after Power Recovery Power Restoration

PCI Express Slots 7X x8Gen3, 1X x4Gen2 

Expansion Options

Storage
8x Hotswap

HDD Max. Capacity 80 TB x (10TBx8)
Raid Functionality 12 Gb/s, Hardware RAID(0,1,5,6,10,50,60,JBOD)

Video
Video Output
Resolution

External Interface

VGA x1
1280 × 1024

USB Interface USB 2.0 x2 , USB 3.0 x5
RS232 x1Serial port

Sistem
Teknik Özellikleri

Emniyet Genel
Müdürlüğü

Alışveriş Merkezleri
Plaka Tanıma Sistemi

%100 Uyumluluk! 
Projeleri için



Network Interface Dual 10Gb (RJ-45), Dual 10Gb (SFP+) 
Integrated RMM Port(RJ-45) Optional iKVM

Network

Power
Power Input
Frequency

Form Factor

Power Consumption

Redundant Power 220V AC
50-60 Hz
Max 1100W

Power Efficiency 80+ Platinium
YesHot-Plug Power

LED Indicator Power, HDD, Net1, Net2,  System fail, ID
LED Indicator

1+1Redundant Power

Mechanic
2U Rackmount

Operation Buttons Power, Reset, ID
Dimensions 17,25” (W) x 28” (D) x 3,44 (H) mm
Operating Temperature
Humidity

Software
Polnet Yazılım

0°C ~ 35°C (32°F ~ 95°F)
5 to 95% non-condensing, operating and non-operating

Platürk

General
Warranty 24 months


