Zoom X4 5551A Modem
Port Acma Ayarlari

Zoom X4 5551A Modemlerde Port agmak igin;

internet Explorer adres satirina http://10.0.0.2 yazarak enter butonuna basiniz

J File Edit ‘View Favorites Tools Help
| 4=ged - = - @ (4] A} Qusearch [EiFavorites ($History |
| address [http://10.0.0.2

Karsiniza sifre ekrani gelecektir ve bu ekranda Kullanici Adi : admin ve $ifre bélimiine zoomadsl yazarak OK butonuna
basiniz.

Enter Network Password

@ Fleaze tppe pour user name and paszword.
Site: 100,02 |

Fealm “Webadmin
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[ Save this password in pour password list

| Cancel |
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Karsiniza asagidaki Basic Setup Meniisii ¢ikacaktir. Bu meniiden Advanced Setup ardindan NAT
boliimiinii se¢iniz.
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Set Date and Time:




Karsiniza Network Address Translation (NAT) Rule Configuration Menisi ¢ikacaktir. Burda en son giriimis Rule ID dederine
bakin. Bu érnekte son girilen Rule ID degeri 5, sizde farkli olabilir bu de@eri aklinizda tutun. Sonra NAT Option 'dan NAT Rule
Entry i secip Add butonuna basin.

Network Address Translation (NAT) Rule
Configuration

1 ALL NAPT ANY 0.000 255.255.255.255 'i@ 2
2 AL |RoR e [1000250  |1000258 @e
3 ALL RDR CP 10.0.0.254 10.0.0.254
o e | 5 [85[ous)
]
4 AL |ROR TCP (1000254 10.0.0254 7 5
[ 5 ppp-0 IRDR 6P (10004 10004 &0

After you have saved your changes, you mustwrite the new seftings to flash to make them permanent.
Click the button balow to dothis.

Write Settings to Flash

Karsiniza asagidaki NAT Rule - Add MenUsU ¢ikacaktir. Rule ID boliimiine iisteki son numaranin bir iistiinii yazin
Protocol Boliimiinden TCP yi secin Local Address boliimlerine PC, DVR veya IP kameranin IP numarasini
yaziniz. Port bélimlerine de agmak istediginiz port numarasini yaziniz ve Save Changes butonuna tiklayiniz.

NAT Rule - Add

Rule Flavar: RDR b

Rule D 6 |
| IF Name: pop)_ |
| Protocol: TCP
‘ Local Address From: mE“i“i |
Local Address To: bo Jo fo Jl+ |
T e o b o Ip | |
‘ Global Address To: E‘DEE

Destination Part From:

‘ Any other pot % “4662 ‘

Destination Port To:

‘ Any other port % ‘54552 ‘

‘ Local Part:

‘ Any other pat w HAEEZ ‘
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Network Addrgss Translation (NAT) Rule

onfiguration

NAT Options: | MNAT Rule Entry  ~ |

Protocol | Local IP From | L m

eT  |av  |oooo 256255256 255 | 0

TcP 1000254 1000254 &0

TCP 10.0,0.254 10.0.0.254 @2

E TCP 10.0,0.254 1000254 1.0

|5 pop0 |RDR TP 10004 10004 2.5

¢ popd  |ROR Tee  |10004 10004 .o
|

Add

Afler you have saved your changes, you mustwrite the new seftings to fiash 1o make them permanent.
Click the button below to do this.
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Ayni islemi UDP protokoll iginde asagidaki gibi

NAT Rule - Add

Rule Flavor: ROR  »
Rule IC: tl
IF Marme: @|
Protocol:

Local Address Fram:

o fp Jo Je |

Local Address To:

oo o ¢ |

Global Address From:

P b b o |

.Globgl Address To:

P b o o |

Destination Port Fram:

| Any other port % H4672

Destination Fort Ta

|Any other port % H%?Z

Local Port:

|Any other pat % |<:4672

[ Save Changes ] [ Close ]

Karsiniza asagidaki meni gikacaktir. Burda son ilave ettiginiz 7 numarali NAT Rule gorilecektir. Simdi yaptiklarinizi kayit etmek

icin Write Settings to Flash butonuna basin.
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» Help

255,255 '1;;,@

AL I 255255
2 ALL ROR TcP |1000256 1000254 .0
3 ALL RDR TCR 1000250 |1008250 7.0
4 ALL RDR TCP 10.0.0 754 (000 54 Gl
5 pop-0 |RDR Tep o004 |wooo:  |me
6 pRp-0 RDR TCP || 0.0.04 10.0.0.4 @ 2| Stats
[ 7 ppp-0  |ROR uoP (10004 10004 .o

Afer you have saved your chani=: vou mustwile (e new setiings to flash to make them permanent.
Click the button below to do this.

" Wyiite Settings to Flach |




